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Instant rise in 
productivity.

Just add
attachments.

Instant rise in 
productivity.

Just add
attachments.

Instant rise in 
productivity.

Just add
attachments.

Want the versatility and increased productivity 

of several machines in one? Get hooked up to 

any of the many easy-to-use John Deere 

Worksite Pro™ attachments. Our ever-expanding 

lineup includes nearly 100 models, so you’re 

sure to find the right tool for the job. The 300-

Series Skid Steers deliver plenty of standard 

hydraulic power — or optional high-flow — to 

power hydraulic-thirsty tools such as trenchers 

or cold planers. And with the universal, self-

cleaning Quik-Tatch™ system, you can go from 

bucket to trencher in no time flat.

Vertis QCA
1300 19th Street, Suite 200
East Moline, IL 61244
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Swing open the rear door,
lift the hood, remove the 
side shields, and tilt the 
operator station — it takes 
only minutes to get to the 
heart of a John Deere 
skid steer.    

Maintenance-free battery 
and starter are easily 
accessible, boom up
or down.

Daily checkpoints and 
refueling are convenient
and quick. 

Optional HVAC system
mounts to the rear of 
the ROPS for convenient 
access. Doesn’t obstruct 
visibility.

Rear-door-mounted oil
cooler simplifies radiator
and cooler cleanout.

Vertis QCA
1300 19th Street, Suite 200
East Moline, IL 61244

Cyan Magenta Yellow Black DKA300SSLCWP Page 14 DKA



We’re at your service
with easy access.

We’re at your service
with easy access.

5

2

6

3

1.  Fuel tank and engine dipstick are easily 
accessible for quick daily servicing. 

2.  Serpentine belt and hydraulic valve lifters
never require adjustment.

3.  Sight gauge lets you check hydraulic fluid level 
at a glance.

1

4

4.  500-hour engine oil, 3-micron hydraulic, and
5-micron fuel filters provide extra protection.  
Vertical spin-on filters allow quick, no-mess
fluid changes. 

5.  Environmental drains help prevent engine
oil and coolant spills when changing. 

6.  With more than 1,100 service locations through-
out North America, nobody backs you better. 

If there’s a way to reduce your daily operating

costs and simplify even periodic maintenance, 

we’ve incorporated it. The oil cooler is mounted

to the rear door, separating it from the radiator

and providing convenient swing-out access for 

easier cleanout. Daily service points are just 

beneath the hinged top door, and removable

side panels give way to no-mess vertical spin-on 

filters, a maintenance-free battery, and easy-

access air filter. If necessary, the operator station 

can be pivoted and secured in less than a minute, 

providing quick, wide-open access to the drive-

train. And of course, industry-leading parts and 

service are just as easily accessible at John Deere 

skid steer dealer locations from coast to coast. 

Easy to work with, easy to maintain — that’s 

John Deere 300-Series Skid Steers. See your 

John Deere dealer for a demo today.

We’re at your service
with easy access.

Vertis QCA
1300 19th Street, Suite 200
East Moline, IL 61244
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Engine  317 320
 Manufacturer and Model . . . . . . . . . . . . . . . .John Deere PowerTechTM 4024T John Deere PowerTech 4024T
 Non-Road Emission Standards  . . . . . . . . . . .certified to EPA Tier 2 emissions certified to EPA Tier 2 emissions
 Cylinders . . . . . . . . . . . . . . . . . . . . . . . . . . . .4 4
 Net Horsepower  . . . . . . . . . . . . . . . . . . . . . .57 net hp (42.5 kW) 62 net hp (46.2 kW)
 Gross Horsepower . . . . . . . . . . . . . . . . . . . . .61 gross hp (45.5 kW) 66 gross hp (49.2 kW)
 Displacement  . . . . . . . . . . . . . . . . . . . . . . . .149 cu. in. (2.4 L) 149 cu. in. (2.4 L)
 Rated Engine Speed . . . . . . . . . . . . . . . . . . .2,800 rpm 2,800 rpm
 Torque Rise . . . . . . . . . . . . . . . . . . . . . . . . . .31% 26%
 Aspiration . . . . . . . . . . . . . . . . . . . . . . . . . . .turbocharged turbocharged
 Air Cleaner  . . . . . . . . . . . . . . . . . . . . . . . . . .dry dual element dry dual element

Cooling
 Engine Coolant Rating . . . . . . . . . . . . . . . . . .–34 deg. F (–37 deg. C)

Powertrain
 Hydrostatic-manual; four 80 HD heavy-duty chain, continuous loop
 Single-Speed Travel Speeds . . . . . . . . . . . . .0 to 6.8 mph (0 to 10.9 km/h) 0 to 6.8 mph (0 to 10.9 km/h)
 Axles  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .induction-hardened, one-piece forged axle shafts induction-hardened, one-piece forged axle shafts
   with maintenance-free oil-bath lubrication of inner with maintenance-free oil-bath lubrication of inner
   and outer axle bearings and outer axle bearings
  Maximum Axle Torque . . . . . . . . . . . . . . .4,450 lb.-ft. (6052 Nm) 4,725 lb.-ft. (6426 Nm)
  Tractive Effort . . . . . . . . . . . . . . . . . . . . .7,315 lbf (3318 kgf) 7,100 lbf (3220 kgf)
 Final Drive . . . . . . . . . . . . . . . . . . . . . . . . . .chains, high strength, adjustment free chains, high strength, adjustment free
 Brakes . . . . . . . . . . . . . . . . . . . . . . . . . . . . .integral, automatic, spring-applied, hydraulically integral, automatic, spring-applied, hydraulically
   released wet-disc park brake released wet-disc park brake

Hydraulics
 Standard Pump Flow . . . . . . . . . . . . . . . . . . .17 gpm (64 L/m) 19 gpm (72 L/m)

 Total Pump Flow with High-Flow Option  . . . .27 gpm (102 L/m) 31 gpm (117 L/m)
 System Pressure at Couplers  . . . . . . . . . . . .3,450 psi (23 787 kPa) 3,450 psi (23 787 kPa)
 Hydraulic Horsepower:
  Standard Flow (Calculated)  . . . . . . . . . . .34 hp (25 kW) 38 hp (28 kW)
  High Flow (Calculated) . . . . . . . . . . . . . . .53 hp (40 kW) 61 hp (45 kW)

Electrical 317 / 320
 Voltage . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12 volt
 Battery Capacity . . . . . . . . . . . . . . . . . . . . . .750 CCA (optional 925 CCA)
 Alternator Rating . . . . . . . . . . . . . . . . . . . . . .70 amp
 Lights . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .halogen, 2 front and 1 rear standard

Tires/Wheels 317 320
 Standard Tire Size . . . . . . . . . . . . . . . . . . . . .10 x 16.5 8 PR Extra Wall 12 x 16.5 10 PR SKS

Vertis QCA
1300 19th Street, Suite 200
East Moline, IL 61244
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Serviceability 317 / 320
 Serpentine belt and hydraulic valve lifters never require adjustment; operator station pivots for service access in minutes; rear-door-mounted oil cooler for
  easy radiator and cooler clean-out; boom lock in cab to secure loader before exiting operator seat; cooling system swing-out hydraulic oil cooler
 Diagnostics . . . . . . . . . . . . . . . . . . . . . . . . .computerized in-cab monitor information
 Sight Gauges . . . . . . . . . . . . . . . . . . . . . . . .hydraulic reservoir
 Refill Capacities
  Fuel Tank  . . . . . . . . . . . . . . . . . . . . . . . .16 gal. (61 L)
  Cooling System . . . . . . . . . . . . . . . . . . . .7 qt. (6.6 L)
  Engine Oil with Filter . . . . . . . . . . . . . . . .9.5 qt. (9 L)

Operating Weights 317 320
 Base Machine . . . . . . . . . . . . . . . . . . . . . . . .6,300 lb. (2860 kg) 6,435 lb. (2921 kg)

Machine Dimensions 317 320
  A Length without Bucket . . . . . . . . . . . . . .8 ft. 6 in. (2.59 m) 8 ft. 6 in. (2.59 m)
  B Length with Bucket  . . . . . . . . . . . . . . . .10 ft. 6 in. (3.20 m) 10 ft. 6 in. (3.20 m)
  C Width without Bucket . . . . . . . . . . . . . . .5 ft. 3 in. (1.60 m) 5 ft. 10 in. (1.77 m)
  D Height to Top of ROPS . . . . . . . . . . . . . .6 ft. 3 in. (1.92 m) 6 ft. 5 in. (1.95 m)
  E Height to Hinge Pin  . . . . . . . . . . . . . . . .9 ft. 6 in. (2.90 m) 9 ft. 7 in. (2.93 m)
  F Dump Height . . . . . . . . . . . . . . . . . . . . .7 ft. 5 in. (2.26 m) 7 ft. 6 in. (2.29 m)
  G Dump Reach:
    Foundry Bucket  . . . . . . . . . . . . . . . .29.1 in. (739 mm) 28.1 in. (714 mm)
    Construction Bucket . . . . . . . . . . . . .3 ft. 0 in. (0.91 m) 35 in. (889 mm)
  H Wheelbase . . . . . . . . . . . . . . . . . . . . . . .3 ft. 6 in. (1.07 m) 42.3 in. (1.07 m)
  I Ground Clearance  . . . . . . . . . . . . . . . . .8.2 in. (208 mm) 9.6 in. (244 mm)
  J Angle of Departure . . . . . . . . . . . . . . . . .27 deg. 27 deg.
  K Front Turn Radius  . . . . . . . . . . . . . . . . .6 ft. 7 in. (2.00 m) 6 ft. 7 in. (2.00 m)
  L Dump Angle (at full lift height) . . . . . . . .45 deg. 45 deg.
  M Bucket Rollback (at ground level) . . . . . .35 deg. 35 deg. 

Loader Performance
 Tipping Load . . . . . . . . . . . . . . . . . . . . . . . . .3,700 lb. (1680 kg) 3,900 lb. (1771 kg)
 SAE Rated Operating Capacity . . . . . . . . . . . .1,750 lb. (795 kg) 1,950 lb. (885 kg)
 Rated Operating Capacity with Coun-
  terweight . . . . . . . . . . . . . . . . . . . . . . . . .2,100 lb. (953 kg) 2,300 lb. (1044 kg)
 Boom Breakout . . . . . . . . . . . . . . . . . . . . . . .3,100 lb. (1407 kg) 3,100 lb. (1407 kg)
 Bucket Breakout Force:
  Foundry Bucket . . . . . . . . . . . . . . . . . . . .5,500 lb. (2497 kg) 5,500 lb. (2497 kg)
  Construction Bucket  . . . . . . . . . . . . . . . .3,900 lb. (1771 kg) 3,900 lb. (1771 kg)
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Engine  325 328 332
 Manufacturer and Model . . . . . . . . . . . . . . . .John Deere PowerTechTM 5030T John Deere PowerTech 5030Tw John Deere PowerTech 5030Hw
 Non-Road Emission Standards  . . . . . . . . . . .certified to EPA Tier 2 emissions certified to EPA Tier 2 emissions certified to EPA Tier 2 emissions
 Cylinders . . . . . . . . . . . . . . . . . . . . . . . . . . . .5 5 5
 Net Horsepower  . . . . . . . . . . . . . . . . . . . . . .70 net hp (52.2 kW) 76 net hp (56.7 kW) 85 net hp (63.4 kW)
 Gross Horsepower . . . . . . . . . . . . . . . . . . . . .76 gross hp (56.7 kW) 82 gross hp (61.1 kW) 91 gross hp (67.9 kW)
 Displacement  . . . . . . . . . . . . . . . . . . . . . . . .186 cu. in. (3.0 L) 186 cu. in. (3.0 L) 186 cu. in. (3.0 L)
 Rated Engine Speed . . . . . . . . . . . . . . . . . . .2,800 rpm 2,800 rpm 2,800 rpm
 Torque Rise . . . . . . . . . . . . . . . . . . . . . . . . . .35% 31% 47%
 Aspiration . . . . . . . . . . . . . . . . . . . . . . . . . . .turbocharged turbocharged turbocharged, intercooled
 Air Cleaner  . . . . . . . . . . . . . . . . . . . . . . . . . .dry dual element dry dual element dry dual element

Cooling
 Engine Coolant Rating . . . . . . . . . . . . . . . . . .–34 deg. F (–37 deg. C)

Powertrain
 Standard manual hydrostatic-servo controls; optional electrohydraulic joystick control; four 100 HD heavy-duty chain, continuous loop
 Travel Speeds:
  Single Speed . . . . . . . . . . . . . . . . . . . . . .0 to 7.0 mph (0 to 11.3 km/h) 0 to 7.0 mph (0 to 11.3 km/h) 0 to 7.0 mph (0 to 11.3 km/h)
  Two Speed:
   Low . . . . . . . . . . . . . . . . . . . . . . . . . .0 to 6.0 mph (0 to 9.7 km/h) 0 to 7.0 mph (0 to 11.3 km/h) 0 to 6.6 mph (0 to 10.6 km/h)
   High . . . . . . . . . . . . . . . . . . . . . . . . . .0 to 11.0 mph (0 to 17.7 km/h) 0 to 12.0 mph (0 to 19.3 km/h) 0 to 11.2 mph (0 to 18 km/h)
 Axles  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .induction-hardened, one-piece induction-hardened, one-piece induction-hardened, one-piece
   forged axle shafts with mainte- forged axle shafts with mainte- forged axle shafts with mainte-
   nance-free oil-bath lubrication nance-free oil-bath lubrication nance-free oil-bath lubrication
   of inner and outer axle bearings of inner and outer axle bearings of inner and outer axle bearings
  Maximum Axle Torque . . . . . . . . . . . . . . .5,680 lb.-ft. (7725 Nm) 6,235 lb.-ft. (8480 Nm) 6,930 lb.-ft. (9425 Nm)
  Tractive Effort . . . . . . . . . . . . . . . . . . . . .8,725 lbf (3958 kgf) 8,610 lbf (3905 kgf) 9,430 lbf (4277 kgf)
 Final Drive . . . . . . . . . . . . . . . . . . . . . . . . . .chains, high strength, adjustment chains, high strength, adjustment chains, high strength, adjustment
   free free free
 Brakes . . . . . . . . . . . . . . . . . . . . . . . . . . . . .spring-applied, hydraulically spring-applied, hydraulically spring-applied, hydraulically
   released wet-disc park brake . . . . . . .released wet-disc park brake released wet-disc park brake

Hydraulics
 Standard Pump Flow . . . . . . . . . . . . . . . . . . .22 gpm (83 L/m) 22 gpm (83 L/m)  24 gpm (91 L/m)

 Total Pump Flow with High-Flow Option  . . . .34 gpm (129 L/m) 36 gpm (136 L/m)  41 gpm (155 L/m
 System Pressure at Couplers  . . . . . . . . . . . .3,100 psi (21 374 kPa) 3,100 psi (21 374 kPa) 3,100 psi (21 374 kPa)
 Hydraulic Horsepower:
  Standard Flow (Calculated)  . . . . . . . . . . .40 hp (30 kW) 40 hp (30 kW)  43 hp (32 kW)
  High Flow (Calculated) . . . . . . . . . . . . . . .63 hp (47 kW) 67 hp (50 kW)  76 hp (57 kW) 

Electrical 325 / 328 / 332
 Voltage . . . . . . . . . . . . . . . . . . . . . . . . . . . . .12 volt
 Battery Capacity . . . . . . . . . . . . . . . . . . . . . .925 CCA
 Alternator Rating . . . . . . . . . . . . . . . . . . . . . .70 amp
 Lights . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .halogen, 2 front and 1 rear standard

Tires/Wheels 325 328 332
 Standard Tire Size . . . . . . . . . . . . . . . . . . . . .12 x 16.5 8 PR SKS 14 x 17.5 12 PR Extra Wall 14 x 17.5 14 PR Hauler

Vertis QCA
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Serviceability 325 328 332
 Serpentine belt and hydraulic valve lifters never require adjustment; operator station pivots for service access in minutes; rear-door-mounted oil cooler for
  easy radiator and cooler clean-out; boom lock in cab to secure loader before exiting operator seat; cooling system swing-out hydraulic oil cooler
 Diagnostics . . . . . . . . . . . . . . . . . . . . . . . . .computerized in-cab monitor information
 Sight Gauges . . . . . . . . . . . . . . . . . . . . . . . .hydraulic reservoir
 Refill Capacities
  Fuel Tank  . . . . . . . . . . . . . . . . . . . . . . . .24 gal. (90.8 L) 24 gal. (90.8 L) 24 gal. (90.8 L)
  Cooling System . . . . . . . . . . . . . . . . . . . .10 qt. (9.5 L) 10 qt. (9.5 L) 3.4 gal. (12.9 L)
  Engine Oil with Filter . . . . . . . . . . . . . . . .12.5 qt. (11.8 L) 12.5 qt. (11.8 L) 12.5 qt. (11.8 L)

Operating Weights
 Base Machine . . . . . . . . . . . . . . . . . . . . . . . .8,390 lb. (3809 kg) 8,580 lb. (3895 kg) 9,160 lb. (4159 kg)

Machine Dimensions 325 328 332
  A Length without Bucket . . . . . . . . . . . . . .9 ft. 8 in. (2.93 m) 9 ft. 8 in. (2.93 m) 9 ft. 8 in. (2.93 m)
  B Length with Bucket  . . . . . . . . . . . . . . . .11 ft. 7 in. (3.52 m) 11 ft. 7 in. (3.52 m) 11 ft. 7 in. (3.52 m)
  C Width without Bucket . . . . . . . . . . . . . . .6 ft. 2 in. (1.87 m) 6 ft. 4 in. (1.93 m) 6 ft. 5 in. (1.96 m)
  D Height to ROPS  . . . . . . . . . . . . . . . . . . .6 ft. 9 in. (2.05 m) 6 ft. 11 in. (2.11 m) 6 ft. 11 in. (2.11 m)
  E Height to Hinge Pin  . . . . . . . . . . . . . . . .10 ft. 5 in. (3.18 m) 10 ft. 7 in. (3.23 m) 10 ft. 7 in. (3.23 m)
  F Dump Height . . . . . . . . . . . . . . . . . . . . .8 ft. 4 in. (2.54 m) 8 ft. 6 in. (2.59 m) 8 ft. 6 in. (2.59 m)
  G Dump Reach:
    Foundry Bucket  . . . . . . . . . . . . . . . .34 in. (864 mm) 32 in. (813 mm) 32 in. (813 mm)
    Construction Bucket . . . . . . . . . . . . .31 in. (787 mm) 39 in. (991 mm) 39 in. (991 mm)
  H Wheelbase . . . . . . . . . . . . . . . . . . . . . . .4 ft. 0 in. (1.21 m) 4 ft. 0 in. (1.21 m) 4 ft. 1 in. (1.23 m)
  I Ground Clearance  . . . . . . . . . . . . . . . . .9 in. (229 mm) 11 in. (279 mm) 9.5 in. (241 mm)
  J Angle of Departure . . . . . . . . . . . . . . . . .27 deg. 27 deg. 27 deg.

  K Front Turn Radius  . . . . . . . . . . . . . . . . .7 ft. 0 in. (2.13 m) 7 ft. 0 in. (2.13 m) 7 ft. 0 in. (2.13 m)
  L Dump Angle (at full lift height) . . . . . . . .45 deg. 45 deg. 45 deg.
  M Bucket Rollback (at ground level) . . . . . .35 deg. 35 deg. 35 deg.

Loader Performance
 Tipping Load . . . . . . . . . . . . . . . . . . . . . . . . .5,000 lb. (2270 kg) 5,500 lb. (2497 kg) 6,350 lb. (2883 kg)
 SAE Rated Operating Capacity . . . . . . . . . . . .2,500 lb. (1135 kg) 2,750 lb. (1249 kg) 3,175 lb. (1441 kg)
 Rated Operating Capacity with Coun-
  terweight . . . . . . . . . . . . . . . . . . . . . . . . .2,850 lb. (1294 kg) 3,100 lb. (1407 kg) 3,525 lb. (1600 kg)
 Boom Breakout . . . . . . . . . . . . . . . . . . . . . . .4,800 lb. (2179 kg) 4,800 lb. (2179 kg) 6,650 lb. (3019 kg)
 Bucket Breakout Force:
  Foundry Bucket . . . . . . . . . . . . . . . . . . . .7,500 lb. (3405 kg) 10,500 lb. (4767 kg) 11,600 lb. (5266 kg)
  Construction Bucket  . . . . . . . . . . . . . . . .5,300 lb. (2406 kg) 7,430 lb. (3373 kg) 8,210 lb. (3727 kg)
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Net engine power is with standard equipment including air 
cleaner, exhaust system, alternator, and cooling fan, at stan-
dard conditions per SAE J1349 and DIN 6270B, using No. 2-D 
fuel at 35 API gravity. Gross power is without cooling fan.

Specifications and design subject to change without notice. Wherever applicable, specifications are in accordance with SAE
standards. Except where otherwise noted, these specifications are based on units with standard equipment, full fuel tanks, and 
175-lb. (79 kg) operator.

DKA300SSLCWP  Litho in U.S.A.  (09-02) 

 317 320 325 328 332 Engine
 ● ● ● ● ● Certified to EPA Tier 2 emissions
 ● ●    John Deere 250 Series Power-
      TechTM turbocharged four-cylin-
      der engine
   ● ● ● John Deere 250 Series PowerTech
      turbocharged and aftercooled five-
      cylinder engine
 ● ● ● ● ● Automatic fan-belt tensioner
 ● ● ● ● ● Automatic preheat
 ● ● ● ● ● John Deere COOL-GARD®

      Extended-Life Engine Coolant
 ● ● ● ● ● John Deere Plus-50® 10w30
      initial engine oil fill*
 ● ● ● ● ● Five-micron primary fuel filter
      and water separator
 ▲ ▲ ▲ ▲ ▲ Block heater
       Cooling System
 ● ● ● ● ● Coolant recovery tank
● ● ● ● ● Enhanced cooling system
● ● ● ● ● Swing-out hydraulic oil cooler
       Powertrain
 ● ● ● ● ● High-strength adjustment-free
      final-drive chains
 ● ● ● ● ● Spring-applied hydraulically
      released wet-disk park brake
 ● ● ● ● ● Wet-disk brakes
   ▲ ▲ ▲ Transmission, 2-speed
       Hydraulic System
 ● ● ● ● ● John Deere hydraulic cylinders
      with cushioned boom cylinders
 ● ● ● ● ● Quick-check hydraulic fluid level
      sight glass
 ● ● ● ● ● Three-micron hydraulic filter
 ▲ ▲ ▲ ▲ ▲ High-flow hydraulics
       Electrical
 ● ● ● ● ● Automatic shutdown with alarm
● ● ● ● ● Auxiliary hydraulics operator-
      presence system

317 320 325 328 332 Electrical (cont.)
 ● ● ● ● ● Deluxe instrumentation EMU with:
      Operator selectable monitoring –
       Hour meter, engine rpm, bat-
       tery voltage, diagnostics, EMU
       configuration, engine coolant
       temperature, hydraulic oil tem-
       perature
      LED warning indicators – Glow
       plug, seat switch, seat belt,
       door open, auxiliary hydraulics,
       park brake engaged, two speed
       engaged, stop, low engine oil
       pressure, engine coolant over-
       temperature, battery not charg-
       ing, air filter restriction, hydraulic
       filter restriction
 ● ● ● ● ● Front and rear halogen work lights
 ● ● ● ● ● Triple interlock operator-presence
      control system
 ▲ ▲ ▲ ▲ ▲ Backup alarm
 ▲ ▲    Battery, 925 cca
 ▲ ▲ ▲ ▲ ▲ Dual flashers
 ▲ ▲ ▲ ▲ ▲ Handle kit, 8-button
 ▲ ▲ ▲ ▲ ▲ Horn
 ▲ ▲ ▲ ▲ ▲ Warning beacon kit
       Operator’s Station
 ● ● ● ● ● Adjustable armrests
 ● ● ● ● ● Adjustable foot pedals
 ● ● ● ● ● 12-volt power port / Dome light /
      Cargo net / Beverage holder
 ● ● ● ● ● Grab handles (4)
 ● ● ● ● ● Headliner
 ● ● ● ● ● Quick-pivot ROPS
 ● ● ● ● ● Rear window
 ● ● ● ● ● ROPS/FOPS operator structure
 ● ● ● ● ● Seat belt with auto recoil
 ● ● ● ● ● Water-shedding deluxe vinyl seat

317 320 325 328 332 Operator’s Station (cont.)
▲ ▲ ▲ ▲ ▲ Acoustical noise-suppression
      package
 ▲ ▲ ▲ ▲ ▲ Air conditioning with heater/
      defroster
 ▲ ▲ ▲ ▲ ▲ Cab enclosure
▲ ▲ ▲ ▲ ▲ Demolition door
   ▲ ▲ ▲ Electrohydraulic joystick controls
▲ ▲ ▲ ▲ ▲ Floor cover plates
▲ ▲ ▲ ▲ ▲ Hand controls
▲ ▲ ▲ ▲ ▲ Heater/defroster
▲ ▲ ▲ ▲ ▲ Rearview mirror kit
▲ ▲ ▲ ▲ ▲ Seat belt, 3-in.
▲ ▲ ▲ ▲ ▲ Shoulder belt
▲ ▲ ▲ ▲ ▲ Side window kit
▲ ▲ ▲ ▲ ▲ Suspension seat
▲ ▲ ▲ ▲ ▲ Top window
▲ ▲ ▲ ▲ ▲ Vinyl cab enclosure kit
       Loader
 ● ● ● ● ● Integral cab boom lock
 ● ● ● ● ● Patented John Deere Quik-TatchTM

 ● ● ● ● ● Patented John Deere vertical-lift
      boom with superior visibility
▲ ▲ ▲ ▲ ▲ Hydraulic self-leveling
▲ ▲ ▲ ▲ ▲ Power Quik-Tatch
       Other
 ● ● ● ● ● Convenient front and rear
      tie downs
 ● ● ● ● ● Environmental drains for all fluid
      reservoirs
 ▲ ▲ ▲ ▲ ▲ Antitheft system
 ▲ ▲ ▲ ▲ ▲ Chrome exhaust stack
 ▲ ▲ ▲ ▲ ▲ Quik-Tatch weights
 ▲ ▲ ▲ ▲ ▲ Rear weight brackets
 ▲ ▲ ▲ ▲ ▲ Single-point lift kit
 ▲ ▲ ▲ ▲ ▲ SMV sign kit
 ▲ ▲ ▲ ▲ ▲ Spare tire and wheel
 ▲ ▲ ▲ ▲ ▲ Tire options: Flotation / Foam
      filled / Solid / Heavy duty
*500-hour engine oil change intervals when John Deere Plus-50
oil and John Deere oil filter are used.

317 / 320 / 325 / 328 / 332 SKID STEER LOADERS
Key:   ●  Standard equipment   ▲  Optional or special equipment                       See your John Deere dealer for further information.

CONTROL OWNING AND OPERATING COSTS

Customer Personal Service (CPS) is part of John Deere’s proactive, fix-before-
fail strategy on machine maintenance that will help control costs, increase profits,
and reduce stress. Included in this comprehensive lineup of ongoing programs 
and services are:
 Fluid analysis program – tells you what’s going on inside all of your machine’s
major components so you’ll know if there’s a problem before you see a decline 
in performance. Fluid analysis is included in most extended coverage and preven-
tive-maintenance agreements.
 Preventive Maintenance (PM) agreements – give you a fixed cost for main-
taining a machine for a given period of time. They also help you avoid downtime 
by ensuring that critical maintenance work gets done right and on schedule. 
On-site preventive maintenance service performed where and when you need 
it helps protect you from the expense of catastrophic failures and lets you avoid 
waste-disposal hassles.

 Extended warranty coverage – gives you a fixed cost for machine repairs 
for a given period of time so you can effectively manage expenses. Whether you 
work in a severe-service setting, or you just want to spread the risk of doing 
business, this is a great way to custom-fit coverage to your operation. Choose 
from engine, powertrain, powertrain with hydraulics, or full-machine two-year/
2,000-hour or three-year/3,000-hour coverage. An extended coverage contract 
travels well because it’s backed by John Deere and honored at all John Deere 
Commercial Worksite Products dealers. What’s more, extended coverage is fully 
transferable at no extra charge, so it adds value at trade-in.
 Customer Support Advisors (CSAs) – Deere believes the CSA program lends
a personal quality to Customer Personal Service (CPS). Certified CSAs have the
knowledge and skills for helping make important decisions on machine mainte-
nance and repair. Their mission is to help you implement a plan that’s right for 
your business and take the burden of machine maintenance off your shoulders.

Vertis QCA
1300 19th Street, Suite 200
East Moline, IL 61244
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